**DRAWING LIST:**

<table>
<thead>
<tr>
<th>COVER SHEET &amp; NOTES</th>
<th>A0-01</th>
<th>A1-01</th>
<th>A2-01</th>
<th>A3-01</th>
<th>A3-02</th>
<th>A4-01</th>
<th>A4-02</th>
</tr>
</thead>
<tbody>
<tr>
<td>A0-01</td>
<td>LEGEND, ABBREVIATIONS AND SCHEDULES</td>
<td>FLOOR, ROOF AND FRAMING PLANS</td>
<td>EXTERIOR ELEVATIONS</td>
<td>SECTIONS</td>
<td>SECTIONS</td>
<td>FRAMING DETAILS</td>
<td>DETAILS</td>
</tr>
</tbody>
</table>

**NOTES:**

1. WORK SHALL BE PERFORMED ACCORDING TO ALL APPLICABLE FEDERAL, STATE AND LOCAL BUILDING CODES FOR HIGH WIND REQUIREMENTS.
2. ALL CONTRACTORS AND SUB CONTRACTORS SHALL FAMILIARIZE THEMSELVES WITH THE CONSTRUCTION DOCUMENTS AND ANY EXISTING CONDITIONS. THIS IS PROVIDED AS OPPORTUNITY TO CLARIFY ANY QUESTIONS PRIOR TO THE START OF CONSTRUCTION.
3. THE GENERAL CONTRACTOR SHALL COORDINATE WITH THE OWNER ACCESS TO THE SITE, AND ANY SPECIFIC OWNER REQUIREMENTS AND PROCEDURES FOR ACCESSING THE SITE.
4. ALL DIMENSIONS ARE TO THE FACE OF MASONRY OR FACE OF STUD, UNLESS NOTED OTHERWISE.
5. ALL ANGLES SHOWN ON THE PLANS ARE 45°, UNLESS NOTED OTHERWISE.
6. THE GENERAL CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR VERIFYING ALL DIMENSIONS. ANY DISCREPANCY BETWEEN ANTICIPATED AND ACTUAL CONDITIONS SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT PRIOR TO PROCEEDING WITH THE WORK.
Framing Notes:

- (a) All plywood edges should be framed with 15/32" plywood.
- (b) Field nail spacing shall be 1 1/2", 8d, 4", 6" - 16d @ 4" from each other.
- Minimum nail penetration size shall be 4".
- Sheathing type (APA Rated) should be marked to wood sill plate.
- Edge nailing is provided at all supports and panel edges.

Typical Shear Wall Schedule:

- Fasteners shall be common wire or galvanized box at plywood shear walls. Simpson’s "WSNTL" wood screws may be used in lieu of nails by approval of architect.

Additional Notes:

- Always ensure all connections are in accordance with the American National Standards Institute (ANSI) and the American Wood Council (AWC) specifications.
- Review all relevant codes and regulations for compliance.
- Use caution during installation to avoid damage to the finished surfaces.

References:

- State of New Hampshire Department of Natural and Cultural Resources
- www.nhstateparks.org
- Phone: 603.271.3556

A1.01